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: * A USB mouse is required to
Software Guide Software CD Quick Start Guide change system settings.

— Wireless antenna post
- VESA mount (MIS-D 75)

Audio out jack-

Cover Ethernet

USB x2

SD cara slot

LKensington lock
——DCIN
——ADB

- Compatible with HDMI

6 Mounting and Installation
The player can be attached and supported via built-in VESA MIS-D 75 (75mmx75mm) posts (see illustration in previous System
connections section)

3-1 Securing the power plug

Attach power plug. Place the metal lock Fasten the screw into The power plug is
onto the socket. the screw hole. now secured.

3-2 Fix the display stand
1. Put the supplied display stand onto the screw socket.
2. Insert the two supplied screws, and then fasten the screws.
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3-3 Fix the Kensington lock
1. Press the Kensington lock button and align it with the lock hole.
2. Plug the lock into the lock hole, and then loosen the button.

System setup

1. PLUG the AC power adapter into an AC outlet
— You should see the boot up screen as shown on the right.

2. WAIT while player boots up (~ 60 seconds)
— Once you see the “Basic settings” screen, the unit is ready for content update or menu
configuration.

3. PLUG IN a USB mouse to the unit's USB port.

4. Enter the corresponding configuration menu by moving the mouse cursor over the configuration and click on the option to enter

— (Wireless model only) Using the USB mouse, click on “Wireless LAN” to enter Wireless Configuration and provide security
information to connect to your wireless access point.

— Find and set the correct time/date AND time zone. IMPORTANT: time zone must be set correctly in the menus or via
management software for scheduled playback.

— (OPTIONAL) Set a Password in the menus to prevent unauthorized changes. IMPORTANT: Password is required to enter the
setup menu during playback.

5. Click Set content button to enter the content service menu and configure your signage appliance to a content service.

‘ @ * [http://www.viewsonic.com/support/]
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