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ViewSonic شكرًا لك على اختيار
 ViewSonic على مدار 25 عامًا من احتلال الريادة عالميًا في مجال توفير الحلول المرئية، تلتزم

بتجاوز التوقعات العالمية في التطور التكنولوجي والابتكار والبساطة. فنحن في ViewSonic نؤمن 
بأن ثمة قوة كامنة في منتجاتنا من شأنها إحداث تأثير إيجابي حول العالم، ونحن على ثقة من أن منتج 

ViewSonic الذي اخترته سيلبي متطلباتك على النحو الأمثل.  

!ViewSonic نتقدم إليك مرة أخرى بخالص الشكر على اختيار



معلومات توافق المنتج
)FCC( بيان التوافق مع لجنة الاتصالات الفيدرالية

يتوافق هذا الجهاز مع الجزء 15 من قواعد اللجنة الفيدرالية )FCC(. ويخضع التشغيل للشرطين التاليين: )1( لا ينجم 
عن هذا الجهاز تداخل ضار و)2( يجب أن يقبل هذا الجهاز أي تداخل يتم استقباله، ويشتمل ذلك على التداخل الذي قد 

يؤدي إلى تشغيل غير مرغوب فيه.
لقد تم اختبار هذا الجهاز وتبين أنه يتوافق مع المعايير المنصوص عليها بالنسبة للفئة ب من الأجهزة الرقمية، وفقًا للجزء 
15 من قوانين اللجنة الفيدرالية للاتصالات )FCC(. وقد تم تصميم هذه المعايير لتقديم الحماية المناسبة ضد التداخلات 

الضارة في المنشآت السكنية. ويولد هذا المنتج، ويستخدم، ويمكن أن يبعث طاقة بتردد الراديو، وقد يحدث تداخلات 
ضارة باتصالات الراديو، إذا لم يتم تركيبه واستخدامه وفقًا للمواصفات المنصوص عليها. ومع ذلك، فلا يوجد ضمان 
جازم بعدم حدوث أي تداخلات في حالة تركيب الجهاز بشكل معين. وإذا تسبب هذا المنتج في حدوث تداخلات ضارة 

باستقبال الراديو والتليفزيون، والتي يمكن تحديدها بتشغيل وإيقاف تشغيل المنتج، فإننا نشجع المستخدم على محاولة 
تصحيح هذه التداخلات باتخاذ واحد أو أكثر من الإجراءات التالية:

إعادة توجيه أو تغيير مكان هوائي الاستقبال.	 
زيادة المسافة الفاصلة بين الجهاز ووحدة الاستقبال.	 
توصيل المنتج بمأخذ تيار كهربائي بدائرة كهربائية مختلفة عن تلك التي تتصل بها وحدة الاستقبال.	 
استشارة الموزع أو أحد أخصائيّ الراديو أو التليفزيون من ذوي الخبرة للحصول على المساعدة اللازمة.	 

تحذير: أنت على دراية بأن أي تغييرات أو تعديلات لم يتم اعتمادها صراحة من قِبل الشخص المسئول عن التوافق يمكن 
أن تؤدي إلى إلغاء التصريح الخاص بتشغيل الجهاز.

بيان التوافق مع الصناعة الكندية
CAN ICES-3 )B(/NMB-3)B(

توافق المجموعة الأوروبية مع البلدان الأوروبية
 2004/108/EC رقم )EMC( هذا الجهاز متوافق مع النشرة الإرشادية الخاصة بالتوافق الكهرومغناطيسي

.2006/95/EC والنشرة الإرشادية الخاصة بالفولطية المنخفضة رقم

المعلومات التالية لدول الاتحاد الأوروبي فقط:
.)WEEE) 2002/96/EC تتوافق العلامة مع توجيهات مخلفات المعدات الإلكترونية والكهربائية

تشير العلامة أنه يلزم عدم التخلص من الجهاز، بما في ذلك أي بطاريات مستعملة أو مهملة أو البطاريات 
المختزنة كمخلفات محلية غير منظمة، ولكن يجب استخدام أنظمة الإرجاع والتجميع المتوفرة.

إذا كانت البطاريات، والبطاريات المختزنة، وخلايا الأزرار - المضنة مع هذا الجهاز – تعرض الرمز 
الكيميائي Hg، أو Cd، أو Pb، فحيتئذٍ هذا يعني أن البطارية تشتمل على محتوى معدني ثقيل أكثر من 

%0.0005 من الزئبق أو أكثر من %0.002 من الكادميوم، أو أكثر من %0.004 من الرصاص.



RoHS2 بيان التوافق مع توجيه
رُوعي في تصميم هذا المنتج وتصنيعه أن يأتي مطابقًا ومتوافقًا مع التوجيه EU/2011/65 الصادر عن البرلمان 

الأوروبي والمجلس المعني بحظر استخدام مواد خطرة بعينها في المعدات الكهربائية والإلكترونية )وهو التوجيه 
المعروف باسم RoHS2 Directive(؛ ومن ثم فإن هذا المنتج يعتبر ملتزمًا بالحدود القصوى لتركيز هذه المواد كما 

حددتها اللجنة الأوروبية للتوافق الفني )TAC(، وبيانها كالتالي:

التركيز الفعليالحد الأقصى للتركيز الموصى بهالمادة
)Pb( أقل من %0.1%0.1الرصاص

)Hg( أقل من %0.1%0.1الزئبق
)Cd( أقل من %0.01%0.01الكادميوم

)Cr6+)أقل من %0.1%0.1 الكروم سداسي التكافؤ
)PBB( أقل من %0.1%0.1ثنائي الفينيل عديد البروم

)PBDE( أقل من %0.1%0.1إيثرات ثنائي الفينيل عديد البروم

لا تسري الأحكام المنصوص عليها في ملحق توجيه RoHS2 على بعض مكونات المنتجات الواردة أعلاه وذلك وفقًا 
لما يلي:

أمثلة للمكونات المستثناة:
11 )EEFLو CCFL( الزئبق في مصابيح الفلورسنت من الكاثود البارد ومصابيح الفلورسنت من الإلكترود الخارجي  

لأغراض خاصة لا تتجاوز )في المصباح الواحد(:

     (1( المسافة القصيرة )≦500 مم(: بحد أقصى 3.5 ملليجرام في المصباح الواحد.
     (2( المسافة المتوسطة )＜500 مم و≦1,500 مم(: بحد أقصى 5 ملليجرام في المصباح الواحد.

     (3( المسافة الطويلة (＜1,500 مم(: بحد أقصى 13 ملليجرام في المصباح الواحد.
الرصاص في زجاجة من أنابيب الأشعة الكاثودية.21  

الرصاص في زجاجة من أنابيب الفلوروسنت لا يتجاوز وزنها نسبة 31.0.2%  

الرصاص كعنصر مسبوك بالألمنيوم بنسبة تصل إلى %0.4 رصاص وزنًا.41  

سبيكة نحاس تحتوي على ما يصل إلى %4 رصاص وزنًا.51  

الرصاص الداخل في سبائك اللحام عالية الحرارة )مثل السبائك التي يمثل الرصاص نسبة %85 أو أكثر من 61  
وزنها(.

  المكونات الكهربائية أو الإلكترونية المحتوية على الرصاص الممتزج بالزجاج أو الخزف، فضلاً عن الخزف العازل 71
كهربيًا في المكثفات مثل الأجهزة الإلكتروضغطية أو في المركبات المصفوفية الخزفية أو الزجاجية.



التنبيهات والتحذيرات
اطلع على هذه الإرشادات.11

التزم بهذه الإرشادات.21

انتبه إلى جميع التحذيرات.31

اتبع كل الإرشادات.41

لا تستخدم هذه الوحدة بالقرب من الماء.51

نظّف باستخدام قطعة قماش ناعمة وجافة.61

لا تسد أية فتحات للتهوية. وقم بتركيب هذه الوحدة وفقًا لأرشادات الشركة المُصنعة.71

لا تركب بالقرب من أية مصادر تسخين، مثل الرادياتيرات، أو السخانات، أو المواقد، أو أجهزة أخرى )بما في ذلك 81
المضخمات( التي تصدر حرارة.

لا تبطل الغرض من السلامة للقابس المستقطب أو القابس من النوع الأرضي. يشتمل القابس المستقطب على نصلين 91
مع نصل أعرض من الآخر. ويتضمن القابس الأرضي نصلين وشوكة أرضية ثلاثية الأطراف. ويتم توفير النصل 
العريض والشوكة ثلاثية الأطراف لتحقيق السلامة. إذا كان المقبس المتوفر لا يتناسب مع المخرج، فاستشر الفني 

الكهربائي لاستبدال المخرج البالي.

قم بحماية كبل الطاقة من التخطي فوقه أو الضغط عليه خصوصًا عند المقبس. قم بتوافق المقابس مع النقطة التي 101
تخرج منها هذه المقابس من الوحدة. وتأكد من مخرج الطاقة يقع بالقرب من الوحدة؛ وبالتالي يمكن الوصول إليه 

بسهولة.

لا تستخدم سوى المرفقات/الملحقات التي توصي الجهة المصنعة بها.111

لا تستخدم الجهاز إلا مع عربة، أو حامل، أو حامل ثلاثي القوائم، أو سناد قوسي، أو منضدة تم وصفها من قِبل 121
الشركة المصنّعة. وعند استخدام عربة الجر، توخَ الحذر عند نقل العربة/تركيب الوحدة لتجنب 

حدوث أضرار من الانقلاب.

قم بفصل هذه الوحدة عن مصدر التيار في حالة عدم الاستخدام لفترات زمنية طويلة.131

ارجع في جميع أعمال الصيانة إلى الاختصاصيين المؤهلين في الصيانة. يلزم إجراء الصيانة عندما تعرض الوحدة 141
للتلف بأي طريقة: إذا حدث تلف للسلك المزود بالطاقة أو القابس، أو إذا تم سكب سائل على السلك، أو في حالة 

سقوط أشياء على الوحدة، أو إذا تعرضت الوحدة للأمطار أو الرطوبة، إذا لم يتم تشغيل الوحدة بشكلٍ طبيعي، أو 
في حالة سقوطها على الأرض.



معلومات خاصة بحقوق الطبع والنشر
حقوق الطبع والنشر © لعام 2015 محفوظة لشركة ViewSonic Corporation. جميع الحقوق محفوظة. 

.Apple Inc. هما علامتان تجاريتان مسجلتان لشركة Power Macintoshو Macintosh إن
كما أن Microsoft، وشعار Windows جميعًا علامات تجارية مسجلة لشركة Microsoft Corporation في 

الولايات المتحدة الأمريكية وغيرها من الدول الأخرى.
.Corporation ViewSonic و شعار الطيور الثلاثة هي علامات تجارية مسجلة لشركة ViewSonic وتعتبر
وتعتبر VESA علامة تجارية مسجلة لجمعية معايير إلكترونيات الفيديو. في حين تُعد DPMS وDDC علامتين 

.VESA تجاريتين لشركة
 International Business Machines علامات تجارية مسجلة لشركة XGAو ،VGA2، و/PS

.Corporation
إلغاء المسئولية: إن شركة ViewSonic غير مسئوولة عن أي أخطاء فنية أو تحريرية أو عن حذف أي شيء في هذا 
 الدليل. كما أنها غير مسئوولة عن أي أضرار فرعية أو استتباعية ناجمة عما ورد بهذه الوثيقة، أو عن أداء هذا المنتج 

أو استخدامه.
ونظرًا لحرص شركة ViewSonic على مواصلة تحسين كفاءة منتجها، فإنها تحتفظ لنفسها بالحق في إجراء أي 

 تعديلات على مواصفات المنتج دون الحاجة إلى إخطار مسبق بذلك. كما يمكن تغيير المعلومات الواردة بهذه الوثيقة 
دون إخطار بذلك.

لا يجوز نسخ أي جزء من هذه الوثيقة أو إعادة إنتاجها أو نقلها بأي وسيلة ولأي مكان دون الحصول على إذن كتابي 
ViewSonic مسبق من شركة

تسجيل المنتج
لتلبية متطلبات المنتج المحتملة في المستقبل ولتلقي معلومات إضافية عن المنتج حال توفرها، يُرجى زيارة القسم الخاص 

بمنطقتك في موقع ViewSonic على الويب لتسجيل منتجك عبر الإنترنت.
يوفر لك قرص ViewSonic المدمج أيضًا فرصة لطباعة نموذج تسجيل المنتج. وبعد إكماله، يُرجى إرساله بالبريد أو 

."CD\Registration\:" المعني. للعثور على نموذج التسجيل، استخدم المسار ViewSonic الفاكس إلى مكتب
يمثّل تسجيل المنتج أفضل إعداد لك لتلبية متطلبات خدمة العملاء في المستقبل.

يُرجى طباعة دليل المستخدم هذا وملء المعلومات في القسم "معلومات للاحتفاظ بها في سجلاتك".
يوجد الرقم التسلسلي للشاشة في الجانب الخلفي منها. لمزيد من المعلومات، يُرجى الرجوع إلى القسم "خدمة العملاء" في 

هذا الدليل.

معلومات للاحتفاظ بها في سجلاتك
PJD7830HDL/PJD7835HDاسم المنتج:

ViewSonic DLP Projector
VS15996/VS15994رقم الموديل:
PJD7830HDL/PJD7835HD_UG_ARB Rev. 1A 06-29-15رقم الوثيقة:

 الرقم التسلسلي:
 تاريخ الشراء:

التخلص من المنتج في نهاية دورة حياته
تحترم شركة ViewSonic البيئة وهي تلتزم بالعمل والعيش في بيئة سليمة. شكرًا لك على الانضمام إلى الحوسبة 

الذكية والخضراء. 
برجاء زيارة موقع ViewSonic لتعلم المزيد.

http://www.viewsonic.com/company/green/recycle-program/ :الولايات المتحدة الأمريكية وكندا
http://www.viewsoniceurope.com/uk/support/recycling-information/ :أوروبا

http://recycle.epa.gov.tw/recycle/index2.aspx :تايوان



FCC notice

This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference in residential installation. 
This equipment generates, uses and can radiate radio frequency energy and if not 
installed and used in accordance with the instructions, may cause harmful 
interference to radio communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, detectable by turning the 
equipment in question off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures:

• Reorient or relocate the receiving antenna

• Increase the distance between the equipment and the receiver

• Connect the equipment to an outlet on a different circuit than that which the receiver 
is connected to

• Or consult the dealer or an experienced radio/TV technician for help.

This device complies with Part 15 of the FCC Rules. Operation is subject to following 
two conditions:

1. This device may not cause harmful interference, and 

2. This device must accept any interference that may cause undesired operation.
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Safety instructions

Read all of these instructions before you operate your projector and save for future 
reference.

1. Read instructions
All the safety and operating instructions should be read before the appliance is 
operated.

2. Notes and warnings
All notes and warnings in the operating instructions should be adhered to.

3. Cleaning
Unplug the projector from the wall socket before cleaning. Use a damp cloth for 
cleaning the projector housing. Do not use liquid or aerosol cleaners.

4. Accessories
Do not place this product on an unstable cart, stand, or table. The product may fall, 
causing serious damage to the product.
Keep the plastic packing materials (from the projector, accessories and optional 
parts) out of the reach of children as these bags may result in death by suffocation. 
Be particularly careful around the small children.

5. Ventilation
The projector is equipped with ventilation holes (intake) and ventilation holes 
(exhaust).
Do not block or place anything near these slots, or internal heat build-up may 
occur, causing picture degradation or damage to the projector.

6. Power sources
Check that the operating voltage of your unit is identical with the voltage of your 
local power supply.

7. Servicing
Do not attempt to service this projector yourself. Refer all servicing to qualified 
service personnel.

8. Replacement parts
When replacement parts are required, be sure that the replacement parts are 
specified by the manufacture. Unauthorized substitutions may result in fire, electric 
shock or other hazards.

9. Moisture Condensation
Never operate this projector immediately after moving it from a cold location to a 
warm one. When the projector is exposed to such a change in temperature, 
moisture may condense on the lens and the crucial internal parts. To prevent the 
unit from possible damage, do not use the projector for at least 2 hours when there 
is an extreme or sudden change in temperature.
 ii



Notes on the AC power cord

AC Power Cord must meet the requirement of countries where you use this projector. 
Please confirm your AC plug type with the graphics below and ensure that the proper 
AC Power Cord is used. If the supplied AC Power Cord does not match your AC 
outlet, please contact your sales dealer. This projector is equipped with a grounding 
type AC line plug. Please ensure that your outlet fits the plug. Do not defeat the safety 
purpose of this grounding type plug. We highly recommend using a video source 
device also equipped with a grounding type AC line plug to prevent signal interference 
due to voltage fluctuations.

For Australia and 
Mainland China

For the U.S.A. and 
Canada

For the U.K.

Ground

For Continental Europe

Ground

Ground

Ground
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Introduction
Projector features
The projector integrates high-performance optical engine projection and a user - friendly 
design to deliver high reliability and ease of use.

The projector offers the following features:

• Compatibility with Macintosh® computers

• Compatibility with NTSC, PAL, SECAM and HDTV

• D-Sub 15-pin terminal for analog video connectivity

• Equipped with HDMI connection supporting HDCP

• Multi-language On-Screen Display (OSD) menus

• Digital keystone correction to correct distorted images

• RS-232 connector for serial control

• Power saving function decreasing the power consumption of the lamp by up to 30% 
when no input signal can be detected for a set period of time.

• Presentation timer for better control of time during presentations

• Blu-Ray 3D function supported

• Selectable quick power off function

• Color Management allowing color adjustments to your liking

• Screen Color correction allowing projection on surfaces of several predefined colors

• Quick auto search speeding up the signal detecting process

• HDMI CEC (Consumer Electronics Control) function allows synchronized power 
ON/OFF operation between the projector and a CEC-compatible DVD player device 
connected to the HDMI input of the projector

Note
• The information in this manual is subject to change without notices.

• The reproduction, transfer or copy of all or any part of this document is not permitted 
without express written consent.
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Package contents
When you unpack the projector, make sure you have all these components:

Note
• Contact you dealer immediately if any items are missing, appear damaged, or if the unit 

does not work.

• For maximum protection of the product, please save the original shipping carton and 
packing materials and repack your product as it was originally packed at the factory if 
you need to ship it.

Projector Remote control (IR) & 
batteries (AAA *2 PCS) AC power cord

VGA cable (D-SUB to D-SUB) ViewSonic CD wizard Quick start guide

Optional accessories
1. Cable management cover (rear cable cover)
2. Carry bag
3. Dust filter
 2



Projector overview
Front view

1. Front IR remote control sensor 2. Projection lens
3. Speaker 4. HDMI/MHL dongle port
5. Ventilation holes 6. Focus ring
7. Zoom ring 8. Control panel
9. Lamp cover

8

4

1

9

2

3

5

67
 3



Rear View 

Bottom View

Note
• This projector can be used with a ceiling mount for support. The ceiling mount is not 

included in the package.

• Contact your dealer for information to mount the projector on a ceiling.

1. Connection ports 2. Kensington lock
3. AC power socket

1. Security bar 2. Ceiling mount holes

1 2 3

1

2 Ceiling mount screws:
M4 x 8 (Max. L = 8 mm)

Unit: mm
60.01113.54

65.89
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Using the product
Control panel

1.  POWER
Turn the projector on or off.

2. / / / / (Keystone)
Manually corrects distorted images resulting from an angled projection.

 Up/  Down/  Left/  Right 

Selects the desired menu items and makes adjustments.

3. Menu/Exit
Menu: Display or exit the on-screen display menus.

Exit: Goes back to previous OSD menu, exits and saves menu settings.

4. Enter/  (Corner Adj.)
Enacts the selected On-Screen Display (OSD) menu item.

Displays the Corner Adj. page.

5.  (My Button)
User definable key for customized function.

6.  (Power LED indicator)
Refer to “LED Indicator Messages”.

7.  (Temp LED indicator)
Refer to “LED Indicator Messages”.

8.  (Lamp LED indicator)
Refer to “LED Indicator Messages”.

9. Color Mode
Select the picture setup mode.

10. Source/  (Help)

Po
w

er

Color
ModeSource /

Menu
Exit

Enter1

2

3 2

2

4

5

2

6

7

8

10 9

?
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Source: Display the source selection bar.

Help: Display the HELP menu by a long press for 3 seconds.
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Connection ports

1. AUDIO OUT
Connect to a speaker or other audio input equipment.

2. AUDIO IN 2 / MIC
Connect an audio output from video equipment / computer or Microphone to this
jack.

Note: The function for switching to Audio in 2 / Microphone in is in OSD 
menu.

3. MINI USB
This connector is for firmware update and mouse function support.

4. AUDIO IN 1
Connect an audio output from video equipment or computer to this jack.

5. VIDEO
Connect composite video output from video equipment to this jack.

6. COMPUTER IN 1
Connect image input signal (analog RGB or component) to this jack.

7. RS-232
When operating the projector via a computer, connect this to the controlling com-
puter's RS-232C port.

8. MONITOR OUT
Connect to a computer display, etc.

9. HDMI
Connect HDMI output from video equipment to this jack.

10. USB TYPE A
5V/2A out for power charging.

4 6 7 10985321
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Remote control

1. Power
Turn the projector on or off.

2. COMP1
Display COMPUTER IN 1 signal.

3. Auto Sync
Automatically determines the best picture timings for the displayed image.

4. / / / / (Keystone)
Manually corrects distorted images resulting from an angled projection.

 Up/  Down/  Left/  Right 

Selects the desired menu items and makes adjustments.

5. Laser
Aim the remote at the viewing screen, press and hold this button to activate the
laser pointer.

6. Menu
Display on-screen display menus.

7.  (Right mouse)
Perform the right button of the mouse when mouse mode is activated.

8.  (Left mouse)
Perform the left button of the mouse when mouse mode is activated.

9. Mouse

15
16
17
18
19

23
24

4

20

21
22

26
25

27
28

4
4

6

8

10
11

9

3

7

5
4

12
13
14
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Switch between the normal and mouse modes.

10.  (Lock)/ID Set
Lock: Activates or disables panel key lock.

ID Set: Sets remote control code.

11.  (Timer)
Activate P-Timer OSD menu.

12.  (Volume+)
Increase the volume level.

13. Eco Mode
Switch the lamp mode from Normal, Economic, Dynamic to Sleep.

14.  (Volume-)
Decrease the volume level.

15.  (My Button)
User definable key for customized function.

16. HDMI
Display HDMI signal.

17. COMP2
Not available for PJD5 series.

18. Source
Display the source selection bar.

19. Enter/  (Corner Adj.)
Enacts the selected On-Screen Display (OSD) menu item.

Displays the Corner Adj. page.

20. Exit
Goes back to previous OSD menu, exits and saves menu settings.

21.  (Page Up)
Perform page up function when mouse mode is activated.

22.  (Page Down)
Perform page down function when mouse mode is activated.

23. Pattern
Display embedded test pattern.

24. Blank
Hide the screen picture.

25.  (Help)
Display the Help menu.

26.  (Magnify)
Displays the zoom bar that magnifies or reduces the projected picture size.

27. Color Mode
Select the picture setup mode.

28.  (Mute)
Toggles the projector audio between on and off.

?
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Operating the Laser pointer
The laser beam is visible. It is necessary to press and 
hold LASER for continuous output.
The laser pointer is not a toy. Parents should be mindful of 
the dangers of laser energy and keep this remote control 
out of the reach of children.

Caution
• Do not look into the laser light window or shine the laser light beam on yourself or 

others. See the warning messages on the back of the remote control prior to using it.

Using the remote mouse control
The capability of operating your computer with the remote control gives you more 
flexibility when delivering presentations.

1. Connect the projector to your PC or notebook with a USB cable prior to using the 
remote control in place of your computer’s mouse. See "Connection" on page 14 
for details.

2. Set the input signal to COMPUTER.
3. Press Mouse on the remote control to switch from the normal mode to the mouse

mode. An icon appears on the screen to indicate the activation of the mouse
mode.

4. Perform the desired mouse controls on your remote control.
• To move the cursor on the screen, press / / /  .

• To left-click, press .

• To right-click, press .

• To operate your display software program (on a connected PC) which responds 
to page up/down commands (like Microsoft PowerPoint), press Page Up/Page 
Down.

• To return to the normal mode, press Mouse again or other keys except for the 
mouse related multi-function keys.

Remote control code
The projector can be assigned to 8 different remote control 
codes, 1 to 8. When several adjacent projectors are in 
operation at the same time, switching the remote control 
codes can prevent interference from other remote 
controls. Set the remote control code for the projector first 
before changing that for the remote control.

To switch the code for the projector, select from among 1 
to 8 in the SYSTEM SETTING: ADVANCED > Remote 
Control Code menu.
 10



To switch the code for the remote control, press ID set and the corresponding button 
from 1 to 8 buttons on the remote control together for 5 seconds or more. The initial 
code is set to1. When the code is switched to 8, the remote control can control every 
projector.

Note
• If different codes are set on the projector and remote control, there will be no response 

from the remote control. When that happens, switch the code for the remote control 
again.
 11



Installing the batteries
1. Open the battery cover in the 

direction shown.

2. Install batteries as indicated by the 
diagram inside the compartment.

3. Close the battery cover into position.

Caution
•  Risk of explosion if battery is replaced by an incorrect type.

•  Dispose of used batteries according to the instructions.

•  Make sure the plus and minus terminals are correctly aligned when loading a battery.

Note
• Keep the battery out of the reach of children. 

• Remove batteries from remote control when not using for extended periods.

• Do not recharge the battery or expose the battery to fire or water.

• Do not dispose the used battery along with household waste. Dispose used batteries 
according to local regulations.

• Danger of explosion may happen if batteries are incorrectly replaced. Replace only with 
the same type recommended by the manufacturer.

• Battery should not be in or near to fire or water, keep batteries in a dark, cool and dry 
place. 

• If suspect battery leakage, wipe out the leakage and then replace a new battery. If the 
leakage adheres to your body or clothes, rinse well with water immediately.
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Remote control operation
Point the remote control at the infrared remote sensor and press a button.

• Operating the projector from the 
front.

Note
• The remote control may not operate when there is sunlight or other strong light such as 

a fluorescent lamp shining on the remote sensor.

• Operate the remote control from a position where the remote sensor is visible.

• Do not drop the remote control or jolt it.

• Keep the remote control out of locations with excessively high temperature or humidity.

• Do not get water on the remote control or place wet objects on it.

• Do not disassemble the remote control.

7m

5m
15 15

8m
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Connection
When connecting a signal source to the projector, be sure to:

1. Turn all equipment off before making any connections.
2. Use the correct signal cables for each source.
3. Ensure the cables are firmly inserted.

Important
• In the connections shown above, some cables may not be included with the projector 

(see "Package contents" on page 2). They are commercially available from electronics 
stores.

• The connection illustrations above are for reference only. The rear connecting jacks 
available on the projector vary with each projector model.

• For detailed connection methods, see pages 15-17.

1. Audio cable 2. Microphone 3.5 mini jack cable
3. VGA (D-Sub) to HDTV (RCA) cable 4. Composite Video cable
5. HDMI cable 6. USB cable (mini-B type to A type)
7. VGA cable (D-Sub to D-Sub) 8. VGA to DVI-A cable
9. HDMI/MHL dongle

2

1 3

1

4 5

6 7 7 8

1

9
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Connecting a computer or monitor
Connecting a computer
The projector provides two VGA input sockets that allow you to connect them to both 
IBM® compatibles and Macintosh® computers. A Mac adapter is needed if you are 
connecting legacy version Macintosh computers.

To connect the projector to a notebook or desktop computer:
1. Take the supplied VGA cable and connect one end to the D-Sub output socket of 

the computer.
2. Connect the other end of the VGA cable to the COMPUTER IN signal input socket

on the projector.

Important
• Many notebooks do not turn on their external video ports when connected to a 

projector. Usually a key combo like FN + F3 or CRT/LCD key turns the external display 
on/off. Locate a function key labeled CRT/LCD or a function key with a monitor symbol 
on the notebook. Press FN and the labeled function key simultaneously. Refer to your 
notebook's documentation to find your notebook's key combination.

Connecting a monitor
If you want to view your presentation close-up on a monitor as well as on the screen, 
you can connect the MONITOR OUT signal output socket on the projector to an 
external monitor with a VGA cable following the instructions below:
To connect the projector to a monitor:
1. Connect the projector to a computer as described in "Connecting a computer" on 

page 15.

2. Take a suitable VGA cable (only one supplied) and connect one end of the cable to 
the D-Sub input socket of the video monitor.

Or if your monitor is equipped with a DVI input socket, take a VGA to DVI-A cable 
and connect the DVI end of the cable to the DVI input socket of the video monitor.

3. Connect the other end of the cable to the MONITOR OUT socket on the projector.

Important

• In standby mode, the MONITOR OUT output only works when COMPUTER IN is 
made to the projector.
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Connecting Video source devices
You can connect your projector to various Video source devices that provide any one 
of the following output sockets:

• HDMI
• Component Video
• Video (composite)
You need only connect the projector to a Video source device using just one of the 
above connecting methods, however each provides a different level of video quality. 
The method you choose will most likely depend upon the availability of matching 
terminals on both the projector and the Video source device as described below:

Connecting an HDMI source device
Examine your Video source device to determine if it has a set of unused HDMI output 
jacks available:

• If so, you can continue with this procedure.

• If not, you will need to reassess which method you can use to connect to the device.

To connect the projector to an HDMI source device:
1. Take an HDMI cable and connect one end to the HDMI output jack of the HDMI 

source device.
2. Connect the other end of the HDMI cable to the HDMI jack on the projector.

Connecting a Component Video source device
Examine your Video source device to determine if it has a set of unused Component 
Video output sockets available:

• If so, you can continue with this procedure.

• If not, you will need to reassess which method you can use to connect to the device.

To connect the projector to a Component Video source device:

Terminal name Terminal appearance Reference Picture quality

HDMI
HDMI "Connecting an 

HDMI source 
device" on page 16

Best

Component Video
COMPUTER IN "Connecting a 

Component Video 
source device" on 

page 16
Better

Video
VIDEO "Connecting a 

composite Video 
source device" on 

page 17
Good
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1. Take a VGA (D-Sub) to HDTV (RCA) cable and connect the end with 3 RCA type 
connectors to the Component Video output sockets of the Video source device. 
Match the color of the plugs to the color of the sockets; green to green, blue to 
blue, and red to red.

2. Connect the other end of the cable (with a D-Sub type connector) to the COM-
PUTER IN socket on the projector.

Important
• If the selected video image is not displayed after the projector is turned on and the 

correct video source has been selected, check that the Video source device is turned on 
and operating correctly. Also check that the signal cables have been connected 
correctly.

Connecting a composite Video source device
Examine your Video source device to determine if it has a set of unused composite 
Video output sockets available:

• If so, you can continue with this procedure.
• If not, you will need to reassess which method you can use to connect to the device.
To connect the projector to a composite Video source device:
1. Take a Video cable and connect one end to the composite Video output socket of

the Video source device.
2. Connect the other end of the Video cable to the VIDEO socket on the projector.

Important
• If the selected video image is not displayed after the projector is turned on and the 

correct video source has been selected, check that the Video source device is turned on 
and operating correctly. Also check that the signal cables have been connected 
correctly.

• You need only connect to this device using a composite Video connection if Component 
Video and S-Video inputs are unavailable for use. See "Connecting Video source 
devices" on page 16 for details.

Playing sound through the projector
You can make use of the projector (mixed mono) speaker in your presentations, and 
also connect separate amplified speakers to the AUDIO OUT socket of the projector.

If you have a separate sound system, you will most likely want to connect the audio 
output of your Video source device to that sound system, instead of to the mono audio 
projector.

You can also use a microphone to output the sound through the projector speaker 
when the SYSTEM SETTING: ADVANCED > Audio Settings > Audio In 2 menu is 
set to Microphone. See "Adjusting the Audio In 2 setting" on page 42 for details.

Once connected, the audio can be controlled by the projector On-Screen Display 
(OSD) menus. See "Adjusting the sound" on page 41 for details.
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About the microphone input
• If you wish to use a microphone, connect a 3.5 mini jack cable microphone to the 

projector.
• There are two ways to adjust microphone volumes.

• Directly set microphone volume levels in the SYSTEM SETTING: ADVANCED 
> Audio Settings > Microphone Volume menu.

• Set projector volume levels in the SYSTEM SETTING: ADVANCED > Audio 
Settings > Audio Volume menu, or press Volume keys (+, -) on the remote 
control. (The projector volume setting will affect the microphone volume.)

• To make the microphone input available when the projector is in standby mode, turn 
on the SYSTEM SETTING: ADVANCED > Audio Settings > Active Audio out 
menu.

• If the microphone is not working, check the volume setting and cable connection.
• You might get feedback noise from the microphone when you are too close to the 

speaker of the projector. Move the microphone away from the speaker of the 
projector. The greater volume you require, the greater distance you need to be 
away from the Speaker to prevent the noise.
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Operation
Powering on/off the projector
Powering on the projector:
1. Complete the AC power cord and peripheral signal cable(s) connections.
2. Press  to turn on the projector.

The projector takes a minute or so to warm up. 
• If the projector is still hot from previous activity, it will run the cooling fan for 

approximately 60 seconds before energizing the lamp.

3. Turn on your source (computer, notebook, DVD, etc.).
• If you are connecting multiple sources to the projector simultaneously, press 

Source to select your desired signal or press your desired signal key on the 
remote control.

• If the projector doesn't detect a valid signal, the message 'No Signal' will con-
tinue to be displayed.

• Be sure the Quick Auto Search function in the SOURCE menu is On if you 
want the projector to automatically search for the signals.

Warning
• Never look into the lens when the lamp is on. This can damage your eyes.

• This focal point concentrates high temperature. Do not place any object near it to avoid 
possible fire hazard.

Powering off the projector:
1. Press  to turn off the projector lamp. You will see a message "Power off? Press 

Power again" appear on the screen.
2. Press  again to confirm.

• When Active VGA out/Active Audio out function is turned off, the Power LED 
begins flashing and the projector has entered stand-by mode.

• When Active VGA out/Active Audio out function is turned on, the Power LED 
becomes steady light and the projector has entered stand-by mode.

• If you want to turn the projector back on, you must wait until the projector has 
completed the cooling cycle and has entered stand-by mode. Once in stand-by 
mode, simply press   to restart the projector.

3. Disconnect the AC power cord from the electrical outlet and the projector.
4. Do not turn on the projector right after power off.
 19



Adjusting the projector height

The projector is equipped with an elevator foot to adjust the image height. To raise or 
lower the image, turn the elevator foot to fine-tune the height.

Note
• To avoid damaging the projector, make sure that the elevator foot is fully retracted 

before placing the projector in its carrying case.

Adjusting the projector zoom and focus

1. Sharpen the image by rotating the focus ring.
2. Adjust the image size by rotating the zoom ring or moving the projector forward or

backward.

Elevator foot

Focus ring
Zoom ring
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Adjusting projection image size
Refer to the graphic and table below to determine the screen size and projection 
distance.

PJD7830HDL/PJD7835HD

Note
• Position the projector in a horizontal position; other positions can cause heat build-up 

and damage to the projector.

• Keep a space of 30 cm or more between the sides of the projector.

• Do not use the projector in a smoky environment. Smoke residue may build-up on 
critical parts and damage the projector or its performance.

Screen diagonal

Screen size Projection distance
[inch (m)] Vertical offset

[inch (cm)]Diagonal
[inch (cm)]

W
[inch (cm)]

H
[inch (cm)] (min.) (max.)

30 (76) 26 (66) 15 (37) 28 (0.7) 38 (1.0) 2.4 (6.0)
40 (102) 35 (89) 20 (50) 37 (1.0) 51 (1.3) 3.1 (8.0)
60 (152) 52 (133) 29 (75) 56 (1.4) 76 (1.9) 4.7 (12.0)
80 (203) 70 (177) 39 (100) 75 (1.9) 102 (2.6) 6.3 (16.0)

100 (254) 87 (221) 49 (125) 94 (2.4) 127 (3.2) 7.9 (20.0)
150 (381) 131 (332) 74 (187) 140 (3.6) 191 (4.8) 11.8 (29.9)
200 (508) 174 (443) 98 (249) 187 (4.8) 254 (6.5) 15.7 (39.9)
250 (635) 218 (553) 123 (311) 234 (5.9) 318 (8.1) 19.6 (49.9)
300 (762) 261 (664) 147 (374) 281 (7.1) 381 (9.7) 23.6 (59.9)

Diagonal size

Projection distance

Center of lens

Screen

Vertical offset
W

H
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Securing the projector
Setting a password
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Advanced 

> Security Settings menu. Press Enter. The Security Settings page displays.

2. Highlight Change Password and press Enter.
3. According to the password you desire to set, press the arrow keys to enter six 

digits for the password.

4. Confirm the new password by re-entering the new password.

5. Go back to SYSTEM SETTING: ADVANCED > Advanced > Security Settings > 
Power on Lock menu, and press Enter. You will be asked to input password. 
Once the password is set, the OSD menu returns to the Power on Lock. Select 
On by pressing / .

6. To leave the OSD menu, press Menu/Exit.

Entering the password recall procedure
If the password function is activated, you will be asked to enter the six-digit password 
every time you turn on the projector.

1.  If you enter an incorrect password 5 times in succession, the projector will display 
a coded number on the screen when you press the auto key 3~5 seconds.

2. Write down the number and turn off your projector. 

3. Seek help from the local ViewSonic service center to decode the number. You may 
be required to provide proof of purchase documentation to verify that you are an 
authorized user of the projector.

Changing the password
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Advanced 

> Security Settings > Change Password menu and press Enter.

2. Enter the old password.

•  If the password is correct, another message "NPUT NEW PASSWORD" dis-
plays.

• If the password is incorrect, the password error message displays, and the 
message "INPUT CURRENT PASSWORD" displays for your retry. You can 
press Menu/Exit to cancel the change or try another password.

3. Enter a new password.

4. Confirm the new password by re-entering the new password.

5. You have successfully assigned a new password to the projector. Remember to 
enter the new password next time the projector is started.

6. To leave the OSD menu, press Menu/Exit.
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Disabling the password function
To disable password protection, go back to SYSTEM SETTING: ADVANCED > 
Advanced > Security Settings > Power on Lock menu, and press Enter. You will be 
asked to input password. Once the password is set, the OSD menu returns to the 
Power on Lock. Select Off by pressing / . To leave the OSD menu, press Menu/
Exit.
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Locking control keys
With the control keys on the projector locked, you can prevent your projector settings 
from being changed accidentally (by children, for example). When the Panel Key 
Lock is On, no control keys on the projector will operate except  Power.

1. Press Lock on the remote control for 3 seconds. 
Press Lock on the remote control, a confirmation 
message "Are you sure to lock panel keys?" is 
displayed. Select Yes to confirm.

To release panel key lock:

1. Press  Lock on the remote control directly. The 
Panel keys are unlock.

Important

• If you press  Power to turn off the projector without disabling panel key lock, the 
projector will still be in locked status the next time it is turned on.

• Keys on the remote control are still functional when panel key lock is enabled.
 24



Setting the presentation timer
The presentation timer can indicate the presentation time on the screen to help you 
achieve better time management when giving presentations. Follow these steps to 
utilize this function:

1. Press Timer on the remote control to access the 
Presentation Timer menu or go to the SYSTEM 
SETTING: BASIC > Advanced > Presentation Timer 
menu and  press Enter to display the Presentation 
Timer page.

2. Highlight Timer Period and decide the timer period by 
pressing / .

3. Press  to highlight Timer Display and choose if you 
want the timer to show up on the screen by pressing /  .

4. Press  to highlight Timer Position and set the timer position by pressing / . 

Top-Left → Bottom-Left → Top-Right → Bottom-Right

5. Press  to highlight Timer Counting Direction and select your desired counting 
direction by pressing / ..

6. Press  to highlight Sound Reminder and select your desired counting direction 
by pressing / . If you select On, a double beep sound will be heard at the last 
30 seconds of counting down/up, and a triple beep sound will be produced when 
the timer is up.

7. To activate the presentation timer, press  to highlight Start Counting and select 
Yes.

8. To cancel the timer, highlight Start Counting and select No.

Selection Description
Always Displays the timer on screen throughout the presentation time.
1 min/2 min/3 min Displays the timer on screen in the last 1/2/3 minute(s).
Never Hides the timer throughout the presentation time.

Selection Description
Count Up Increases from 0 to the preset time.
Count Down Decrease from the preset time to 0.
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Menu operation
The projector has multilingual on-screen display menus that allow you to make image 
adjustments and change a variety of settings.

How to operate
1. Press Menu to open the OSD menu.
2. When OSD is displayed, use /  to select any feature in the main menu.
3. After selecting the desired main menu item, press  to enter sub-menu for feature

setting.
4. Use /  to select the desired item and adjust the settings with / .
5. Press Menu, the screen will return to the main menu or go back to the upper level

of the menu.
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Menu tree
Main Menu Sub Menu Settings

DISPLAY

Screen Color Off / Blackboard / Greenboard / Whiteboard
Aspect Ratio Auto / 4:3 / 16:9 / Panorama / Anamorphic / 2.35:1 
Keystone -30 - 30
Corner Adj. Top-Right / Top-Left / Bottom-Left / Bottom-Right

Position X: -5 - 5 
Y: - 5 - 5

Phase 0 - 31
H. Size -15 - 15

Zoom PC: 0.8X - 2.0X
Video: 0.8X - 1.8X

PICTURE

Color Mode Brightest / Dynamic / Standard / ViewMatch / 
Movie

Brightness 0 - 100
Contrast -50 - 50

Color Temp.

Warm / Normal / Neutral / Cool
Red Gain
Green Gain
Blue Gain
Red Offset
Green Offset
Blue Offset

OverScan Off / 1 / 2 / 3 / 4 / 5

HDMI Settings HDMI Format Auto / RGB / YUV
HDMI Range Auto / Enhanced / Normal

Advanced

Tint -50 - 50
Color -50 - 50
Sharpness 0 - 31
Gamma 1 / 2 / 3 / 4 / 5 / 6 / 7 / 8

Brilliant Color Off / 1 / 2 / 3 / 4 / 5 / 6 / 7 / 8 / 9 
/ 10

Noise Reduction 0 - 31

Color Manage-
ment

Primary color R / G / B / C / M 
/ Y

Hue -99 - 99
Saturation 0 - 199
Gain 5 - 195

Reset Color Set-
tings Reset / Cancel
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SOURCE

Quick Auto 
Search Off / On

3D Settings 3D Sync

Auto
Off
Frame Sequential
Frame Packing
Top-Bottom
Side-by-Side

3D Sync Invert Disable /Invert

Standby Settings Active VGA out Off / On
Active Audio out Off / On

Auto Power On
Computer Disable/ Enable
CEC Disable/ Enable
Direct Power On Off / On

Auto Power Off
Power Saving Disable / 10 / 20 / 30 min

Sleep Timer Disable / 30 min / 1 hr / 2 hr / 3 
hr / 4 hr / 8 hr / 12 hr

Smart Restart Disable / Enable
Quick Power Off Disable / Enable
 28



SYSTEM 
SETTING: 

BASIC

Language

Projector Posi-
tion

Front Table / Rear Table / Rear 
Ceiling / Front Ceiling

Menu Settings

Menu Display 
Time

5 sec / 10 sec / 15 sec / 20 sec 
/ 25 sec / 30 sec

Menu Position Center / Top-Left / Top-Right / 
Bottom-Left / Bottom-Right

Blank Timer Disable / 5 min / 10 min / 15 
min / 20 min / 25 min / 30 min

Splash Screen Black / Black / ViewSonic / Off

My Button

Auto Sync / Projector Position / Menu Position / 
Color Temp. / Brightness / Contrast / 3D Settings / 
Screen Color / Splash Screen / Message /  Quick 
Auto Search / CEC / Audio Mode / Lamp Mode / 
DCR / Closed Caption / Power Saving /Informa-
tion

Advanced

Pattern Off / 1 / 2 / 3
Message On / Off

Presentation 
Timer

Timer Period 1 ~ 240 min

Timer Display
Always / 1 min / 
2 min / 3 min / 
Never

Timer Position
Top-Left / 
Bottom-Left / 
Top-Right / 
Bottom-Right

Timer Count-
ing Direction

Count Down / 
Count Up

Sound 
Reminder On / Off

Start Count-
ing / Off Yes / No
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SYSTEM 
SETTING: 

ADVANCED

High Altitude 
Mode Off / On

DCR Off / On 

Audio Settings

Audio Mode Standard / Speech / 
Entertainment

Mute Off / On
Audio Volume 0 - 20
Audio In 2 Audio / Microphone
Microphone 
Volume 0 - 10

Power On/Off 
Ring Tone On / Off

Closed Caption Off / CC1 / CC2 / CC3 / CC4 

Lamp Settings

Lamp Mode Normal / Economic / Dynamic / 
Sleep Mode

Reset Lamp 
Hours Reset / Cancel

Lamp Hours

Filter Settings

Filter Mode Off / On
Reset Filter 
Hours Reset / Cancel

Filter Hours
Remote Control 
Code

1 / 2 / 3 / 4 / 5 / 6 / 7 / 8 (All)

Advanced Security Settings
Change Password
Power on 
Lock Off / On

Panel Key Lock Off / On
Reset Settings Reset / Cancel

INFORMATION

Current System Status

Source
Color Mode
Resolution
Color System
Lamp Hours
Filter Hours
Firmware Version
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DISPLAY
Screen Color
The Screen Color feature can help correct the projected picture’s colors to prevent 
possible color difference between the source and projected pictures.
There are several precalibrated colors to choose from: Whiteboard, Greenboard, and 
Blackboard.

Aspect Ratio
Select how the picture fits on the screen:
• Auto:  

Scales an image proportionally to fit the projector's native resolution in its horizontal
or vertical width. You want to make most use of the screen without altering the
source image’s aspect ratio.

• 4:3:  
Scales an image so that it is displayed in the center of the screen with a 4:3 aspect
ratio, as it displays them without aspect alteration.

• 16:9: 
Scales an image so that it is displayed in the center of the screen with a 16:9 aspect
ratio, as it displays them without aspect alteration.

• Panorama

Scales a 4:3 image vertically and horizontally in a non-linear manner so that it fills
the screen.

• Anamorphic:   

Scales a 2.35:1 aspect image so that it fills the screen.

• 2.35: 1

Scales an image so that it is displayed in the center of the screen with a 2.35:1
aspect ratio without aspect alteration.

Keystone
Manually correct distorted images resulting from an angled projection.
Press Keystone / / /  on the projector or remote control to display the Keystone 
correction page. 
Press  to correct keystone at the top of the image. 
Press  to correct keystone at the bottom of the image.
Press  to correct keystone at the left of the image. 
Press  to correct keystone at the right of the image.

Corner Adj.
Manually adjust four corners of the image by setting the horizontal and vertical values. 
See "Adjusting 4 corners" on page 43.

Position
 31



Displays the position adjusent page. This function is only available when a PC type 
input signal is selected.

Phase
Adjusts the clock phase to reduce image distortion. This function is only available 
when a PC type input signal is selected.

H. Size
Adjusts the horizontal width of the image. This function is only available when a PC 
type input signal is selected.

Zoom
Using the remote control
1. Press  on the remote control to display the Zoom bar.

2. Press /  to magnify the picture to a desired size. 

3. Press   repeatedly to magnify the picture to a desired size.

4. To navigate the picture, press Enter to switch to the paning mode and press the 
directional arrows ( , , ,  ) to navigate the picture.

5. To reduce size of the picture, press Enter to switch back to the zoom in/out 
functionality, and press Auto Sync to restore the picture to its original size. You 
can also press  repeatedly until it is restored to the original size.

Using the OSD menu
1. Press Menu and then press  until the DISPLAY menu is highlighted.

2. Press  to select Zoom and press Enter. The Zoom bar displays.

3. Repeat steps 3-5 in the section of Using the remote control above.
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PICTURE
Color Mode
There are many factory presets optimized for various types of images.
• Brightest: Maximizes the brightness of the projected image. This mode is suitable 

for environments where extra-high brightness is required.
• Dynamic: Is designed for presentations under daylight environment to match PC 

and notebook coloring. In addition, the projector will optimize the image quality 
using the dynamic PC function in accordance with the projected contents.

• Standard: Is designed for presentations under daylight environment to match PC 
and notebook coloring.

• ViewMatch: Switches between high brightness performance and accurate color 
performance.

• Movie: Is appropriate for playing colorful movies. This mode is suitable for viewing 
in a blackened (little light) environment

Brightness
Brighten or darken the image.

Contrast
Sets the difference between light and dark areas.

Color Temp.
Sets a color temperature from Warm, Normal, Neutral and Cool. 
• Cool: With the highest color temperature, Cool makes the image appear the most 

bluish white than other settings.
• Neutral: Makes images appear bluish white.
• Normal: Maintains normal colorings for white.
• Warm: Makes images appear reddish white.
• Red Gain/Green Gain/Blue Gain: Adjusts the contrast levels of Red, Green, and 

Blue.
• Red Offset/Green Offset/Blue Offset: Adjusts the brightness levels of Red, Green, 

and Blue.

OverScan
OverScan function removes the noise in a video image. Overscan the image to 
remove video encoding noise on the edge of video source.

HDMI Settings

HDMI Format
Selects appropriate HDMI format automatically or manually.

Note
• This function is only available when the HDMI-input port is in use.

HDMI Range
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• Enhanced : The range for HDMI output signal is from 0 - 255.
• Normal: The range for HDMI output signal is from 16 - 235.

Advanced

Tint
Adjusts the red and green color tones of the image.

Color
The higher the value, the more reddish the picture becomes. The lower the value, the 
more greenish the picture becomes.

Sharpness
Adjusts the image to make it look sharper or softer.

Gamma
Effect the represent of dark scenery. With greater gamma value, dark scenery will look 
brighter.

Brilliant Color
This adjustable item utilizes a new color-processing algorithm and system level 
enhancements to enable higher brightness while providing true, more vibrant colors in 
picture. The range is from “1” to “10”. If you prefer a stronger enhanced image, adjust 
toward the maximum setting. For a smoother, more natural image, adjust toward the 
minimum setting.

Noise Reduction
This function reduces electrical image noise caused by different media players. The 
higher the setting, the less the noise.

Color Management
The Color Management provides six sets (RGBCMY) of colors to be adjusted. When 
you select each color, you can independently adjust its hue, saturation and gain 
according to your preference.

Reset Color Settings
Reset the Color Mode settings of the current input source to default values.
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SOURCE
Quick Auto Search
Automatically scan through all the input source if the function in the OSD menu is On. 
The function will stop the signal auto scan process and fix the signal source you 
preferred if you turn Off the Quick Auto Search. 

3D Settings
This projector features a 3D function which enables you to enjoy the 3D movies, vid-
eos, and sporting events in a more realistic way by presenting the depth of the 
images. You need to wear a pair of 3D glasses to view the 3D images.

3D Sync
When you discover the inversion of the image depth, enable this function to correct 
the problem.

3D Sync Invert
When you discover the inversion of the image depth, enable this function to correct 
the problem.

Standby Settings

Active VGA out
Set whether the VGA out function works when the projector is in standby (powered off 
but connected to AC power). When selecting On, COMPUTER IN 1 will be output. 
When selecting  Off, power consuption is under 0.5W. 

Active Audio out
Set whether the audio out function works when the projector is in standby (powered 
off but connected to AC power). When selecting On,  AUDIO IN1 will be output. 
AUDIO OUT port is also active (from AUDIO IN 1). When selecting Off, power 
consuption is under 0.5W. When selecting Off, both AUDIO IN and AUDIO OUT are 
Off.

Auto Power On

Computer
Selecting Enable the projector will turn on automatically when COMPUTER signal is 
detected.

CEC
This projector supports CEC (Consumer Electronics Control) function for synchro-
nized power on/off operation via HDMI connection. That is, if a device that also sup-
ports CEC function is connected to the HDMI input of the projector, when the 
projector’s power is turned off, the power of the connected device will also be turned 
off automatically. When the power of the connected device is turned on, the projector’s 
power will be turned on automatically.

Note
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• When connected to the HDMI input of the projector via an HDMI cable, and its CEC 
function is turned on.

• Depending on the connected device, the CEC function may not work.

• The function can't be enabled when Active VGA out/Active Audio out function is 
disabled.

Direct Power On
Selecting On the projector will turn on automatically after the power cord has been 
connected and power has been applied.

Auto Power Off

Power Saving
The projector lowers the projector power if no input source is detected after 5 minutes 
to prevent unnecessary waste of lamp life. You can further decide if you would like the 
projector to turn off automatically after a set period of time.
When Disable is selected, the projector power will be reduced to 30% after no signal 
is detected for 5 minutes.
If you select 10 min, 20 min or 30 min, the projecter power will be reduced to 30% 
after no signal is detected for 5 minutes. And when 10 min, 20 min or 30 min is up, 
the projector will turn off automatically.

Sleep Timer
This function allows the projector to turn off automatically after a set period of time to 
prevent unnecessary waste of lamp life.

Smart Restart
It takes some time to initate this function. Make sure the projector has been turned on 
for more than 4 minutes. If the projector is resumed by using the Smart Restart fea-
ture, this function can be executed immediately.

Quick Power Off
• Enable: Quick power on function speeds up the cooling process when turning off 

the projector.
• Disable: Turn off with cooling procedure.

Note
• When Disable is selected, the Smart Restart function will be automatically turned Off.
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SYSTEM SETTING: BASIC
Language
Select the language used by the on-screen menu.

Projector Position
Adjust the picture to match the orientation of the projector: upright or upside-down, in 
front of or behind the screen. Invert or reverse the image accordingly.

Menu Settings

Menu Display Time
Duration of OSD menu display countly starts (at idle state by second).

Menu Position
Choose the menu location on the display screen.

Blank Timer
Sets the image blank time when the Blank Timer feature is activated, once elapsed 
the image will return to the screen.

Splash Screen
Allows you to select which logo screen will display during projector start-up.

My Button
Allow user to define a short cut key on the remote control, and the function item is 
selected in OSD menu. Available options are: Auto Sync, Projector Position, Menu 
Position, Color Temp., Brightness, Contrast, 3D Settings, Screen Color, Splash 
Screen, Message, Quick Auto Search, CEC, Audio Mode, Lamp Mode, DCR, Closed 
Caption, Power Saving and Information.

Advanced

Pattern
Display embedded test pattern.

Message
Enable or disable the message box at the right bottom of the screen.

Presentation Timer
Remind the presenter to finish the presentation within a certain time frame. See "Set-
ting the presentation timer" on page 25.
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SYSTEM SETTING: ADVANCED
High Altitude Mode
Use this function to allow the fans operates at full speed continuously to achieve 
proper high altitude cooling of the projector.

DCR
DCR (Dynamic Contrast Ratio): Enable DCR will further enhance contrast ratio by 
darkening the black scenes. Disable DCR will resume to normal contrast 
performance. DCR will impact lamp life and system noise performance.

Audio Settings
See "Adjusting the sound" on page 41 for details.

Audio Mode
Press /  to select a preferred audio mode.

Mute
Cuts off the sound temporarily.

Audio Volume
Adjusts the projector’s volume level.

Audio In 2
Switch Audio In 2 function for Audio in or Microphone in function.

Microphone Volume
Adjust the microphone’s volume level.

Power On/Off Ring Tone
Setting the sound mute or changing the sound level will not affect the Power On/Off 
Ring Tone. The only way to change Power On/Off Ring Tone is setting On or Off here.

Closed Caption
Enable or disable closed captions by selecting CC1 (closed caption1, the most 
common channel), CC2, CC3, CC4, T1, T2 or Off.

Lamp Settings

Lamp Mode
Sets the Lamp Mode.
• Normal: 100% lamp power
• Economic: 80% lamp power
• Dynamic: 30~100% lamp power based on signal
• Sleep: 30% lamp power

Reset Lamp Hours
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Reset the lamp Hour to 0 hours.

Lamp Hours
Display the lamp’s elapsed operating time (in hours).

Filter Settings (Optional)

Filter Mode
Use this function to activate filter mode after the projector is installed an optional filter 
cover.

Reset Filter Hours
Reset the filter Hour to 0 hours.

Filter Hours
Display the filter’s elapsed operating time (in hours).

Remote Control Code
See "Remote control code" on page 10 for details.

Advanced

Security Settings
• Change Password: Allows you to set or change the password.
• Power on Lock: If you enable this function, you will have to enter the password next 

time you turn on the projector.
See "Securing the projector" on page 22 for details.

Panel Key Lock
Disables or enables all panel key functions except Power on the projector and keys on 
the remote control. See "Locking control keys" on page 24 for details.

Reset Settings
Restore settings to factory default. The following settings will still remain: Keystone, 
Language, Projector Position, High Altitude Mode, Security Settings, Remote Control 
Code.
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INFORMATION
Current System Status
Shows the currect system status.

Source
Shows the current signal source.

Color Mode
Shows the selected mode in the Color Mode menu.

Resolution
Shows the native resolution of the input signal.

Color System
Shows input system format, NTSC, PAL, SECAM, or RGB.

Lamp Hours
Displays the number of hours the lamp has been used.

Filter Hours
Displays the number of hours the filter has been used.

Firmware Version
Shows firmware version.
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Using the projector in standby mode
Some of the projector functions are available in standby mode (plugged in but not 
turned on). To use these functions, be sure you have turned on the corresponding 
menus under SOURCE > Standby Settings, and the cable connections are correctly 
made. For the connection methods, see the "Connection" on page 14 chapter.

Active VGA out

Selecting On outputs a VGA signal when the COMPUTER IN and COMPUTER OUT 
sockets are correctly connected to devices. The projector outputs the signal received 
only from COMPUTER IN.

Active Audio out

Selecting On outputs an audio signal when the AUDIO IN 1 socket is correctly 
connected to a proper device.

Adjusting the sound
The sound adjustments made as below will have an effect on the projector speaker. 
Be sure you have made a correct connection to the projector audio input/output jacks. 
See "Connection" on page 14 for more details.

Adjusting the audio mode
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Audio 

Settings > Audio Mode menu.

2. Press /  to select a preferred audio mode.
• If available, you can press Audio Mode on the remote control to select a preferred audio

mode.

Muting the sound
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Audio 

Settings > Mute menu.

2. Press /  to select On.

• If available, you can press  on the remote control to toggle the projector audio between on
and off.

Adjusting the sound level
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Audio 

Settings > Audio Volume menu.

2. Press /  to select a desired sound level.

• If available, you can press  /  on the remote control to adjust the projector’s sound
level.
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Adjusting the Audio In 2 setting
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Audio 

Settings > Audio In 2 menu.

2. Press /  to decide the audio input source for the AUDIO IN 2/MIC port. This 
will affect the connection method for different devices, and where the sound is 
from.

• When Audio is selected:

• The selected input signal determines which sound will be played by the projector speaker,
and which sound will be output from the projector when AUDIO OUT is connected. For
instance, if you select a D-Sub / Comp. 1 source, the projector can play the sound received
from AUDIO IN 1.

• When Microphone is selected:

Adjusting the microphone sound level
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Audio 

Settings > Microphone Volume menu.

2. Press /  to select a desired sound level.
• This function is only available when the SYSTEM SETTING: ADVANCED > Audio Settings >

Audio In 2 menu is set to Microphone.

Turning off the Power On/Off Ring Tone
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Audio 

Settings > Power On/Off Ring Tone menu.

2. Press /  to select Off.
• The only way to change Power On/Off Ring Tone is setting On or Off here. Setting the sound

mute or changing the sound level will not affect the Power On/Off Ring Tone.

Device COMPUTER IN 1 COMPUTER IN 2 Video/S-Video
Audio input port AUDIO IN 1 AUDIO IN 2 AUDIO IN 2

The projector can play 
the sound from... AUDIO IN 1 AUDIO IN 2 AUDIO IN 2

Audio output port AUDIO OUT AUDIO OUT AUDIO OUT

Device COMPUTER IN 1 COMPUTER IN 2 Video/S-Video
The projector can play 

the sound from... MIC MIC MIC

Audio output port AUDIO OUT AUDIO OUT AUDIO OUT
 42



Adjusting 4 corners
You can manually adjusts the shape and size of an image that is unevenly rectangular 
on all sides.

1. To display the Corner Adj. page, you can do one of the followings:

i. Press Enter.
ii. Open the OSD menu and go to the DISPLAY > Corner Adj. menu and press 

Enter. The Corner Adj. page is displayed.
2. Press / / /  to select the corner you wish to adjust and press Enter.
3. Press /  to select an adjustment method that suits your need and press Enter.
4. Press / / /  to adjust its shape and size ( /  for a 45-degree angle 

adjustment and / / /  for a 90-degree angle adjustment).

During this process, you can press Menu or Exit to go back to a previous step. A long 
press for 2 seconds on Enter will reset the settings.

• Adjusting keystone or aspect ratio will reset the Corner Adj. settings.
 43



Maintenance
The projector needs proper maintenance. You should keep the lens clean as dust, dirt 
or spots will project on the screen and diminish image quality. If any other parts need 
replacing, contact your dealer or qualified service personnel. When cleaning any part 
of the projector, always switch off and unplug the projector first.

Warning
• Never open any of the covers on the projector. Dangerous electrical voltages inside the 

projector can cause severe injury. Do not attempt to service this product yourself. Refer 
all servicing to qualified service personnel.

Cleaning the lens
Gently wipe the lens with lens cleaning paper. Do not touch the lens with your hands.

Cleaning the projector housing
Gently wipe with a soft cloth. If dirt and stains are not easily removed, use a soft cloth 
damped with water, or water and neutral detergent, and wipe dry with a soft, dry cloth.

Note
• Turn off the projector and remove the AC power cord from the power outlet before 

beginning maintenance work.

• Make sure the lens is cool before cleaning.

• Do not use detergents or chemicals other than those noted above. Do not use benzene 
or thinners.

• Do not use chemical sprays.

• Use a soft cloth or lens paper only.
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Installing the dust filter (optional accessory)
Caution
• It is important to clean the dust filter every 100 hours after the dust filter is installed.

• Be sure to turn off the projector and unplug it from power source before installing or 
detaching the filter.

• If your projector is ceiling-mounted or is not easily accessible, pay special attention to 
your personal safety when replacing the dust filter.

Installing the dust filter
1. Be sure to turn off the projector and unplug it from power source.

2. As the arrows shown to the right, fit the filter by 
aligning and inserting it into the projector slots. 
Make sure it clicks into place.

For first time installation:
3. Open the OSD menu and go to the SYSTEM 

SETTING: ADVANCED > Filter Settings menu. 

4. Press Enter and the Filter Settings page is 
displayed.

5. Highlight Filter Mode and select "On". The filter timer starts counting and the 
projector will remind you to clean the filter when the filter is in use for over 100 
hours.

Caution
• Set Filter Mode to On only when using the projector after the dust filter (optional 

accessory) is properly attached. Failing to do so will result in a shorter lamp life.

Obtaining the filter hour information
1. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Filter 

Settings menu. 

2. Press Enter and the Filter Settings page is displayed.

3. You will see the Filter Hours information on the menu.

Cleaning the dust filter
1. Be sure to turn off the projector and unplug it from power source.

2. Press the latches on the dust filter and remove the filter from the projector.

3. Use a small vacuum cleaner or a soft brush to sweep the dust on the filter away.

4. Re-install the dust filter.
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Resetting the filter timer
5. Open the OSD menu and go to the SYSTEM SETTING: ADVANCED > Filter 

Settings menu. 

6. Press Enter and the Filter Settings page is displayed.

7. Highlight Reset Filter Hours and press Enter. A warning message is displayed 
asking if you want to reset the filter timer.

8. Highlight Reset and press Enter. The lamp timer will be reset to '0'.

Caution
• Remember to use Filter Mode to Off in the SYSTEM SETTING: ADVANCED > Filter 

Settings menu when using the projector with the dust filter removed. Setting Filter Mode 
to Off does not reset the filter timer. The timer will continue counting the next time you 
fit the filter back on and set Filter Mode to On.

Installing the cable management cover (optional 
accessory)
1. Make sure that all the cables are properly connected to the projector.

2. Attach the cable management cover to the back of the projector.

3. Tighten the screws that secure the cable management cover.
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Replacing the lamp
As the projector operates over time, the brightness of the projector lamp gradually 
decreases and the lamp becomes more susceptible to breakage. We recommend 
replacing the lamp if a warning message is displayed. Do not attempt to replace the 
lamp yourself. Contact the qualified service personnel for replacement.

Note
• The lamp is extremely hot right after turning off the projector. If you touch the lamp, you 

may scald your finger. When you replace the lamp, wait for at least 45 minutes for the 
lamp to cool down.

• Do not touch the lamp glass at any time. The lamp may explode due to improper 
handling, including the touching of the lamp glass.

• Lamp lifetime may differ from lamp to lamp and according to the environment of use. 
There is no guarantee of the same lifetime for each lamp. Some lamps may fail or 
terminate their lifetime in a shorter period of time than other similar lamps.

• A lamp may explode as a result of vibration, shock or degradation as a result of hours of 
use as its lifetime draws to an end. Risk of explosion may differ according to the 
environment or conditions in which the projector and lamp are being used.

• Wear protective gloves and eyeglasses when fixing or detaching the lamp.

• Faster on-off-cycles will damage the lamp and reduce lamp life. Wait at least for 5 
minutes to turn off the projector after powering on.

• Do not operate the lamp in proximity to paper, cloth, or other combustible material nor 
cover it with such materials.

• Do not operate the lamp in an atmosphere containing an inflammable substance, such 
as thinner.

• Thoroughly ventilate the area or the room when operating the lamp in an oxygen 
atmosphere (in the air). If ozone is inhaled, it could cause headaches, nausea, dizziness, 
and other symptoms.

• The inorganic mercury is involved in the lamp. If the lamp bursts, the mercury inside the 
lamp will be exposed. Leave the area immediately if the lamp shatters while being 
operated and ventilate the area for at least 30 minutes in order to avoid the inhalation of 
mercury fumes. Otherwise it could be harmful to user’s health.
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1. Turn off the projector.

2. If the projector is installed in a ceiling mount, remove it.

3. Unplug the power cord.

4. Loosen the screw in the side of the lamp cover.1

5. Remove the cover.2

6. Loosen the screws from the lamp module.3

7. Raise the handle and pull out the lamp module slowly and carefully.4

8. Insert the new lamp module into the projector and tighten the screws.

9. Replace the lamp cover and tighten the screw.

10.Turn on the projector.  If the lamp does not turn on after the warm-up period, try 
reinstalling the lamp.

11. Reset the lamp hour. Refer to the “SYSTEM SETTING: ADVANCED > Lamp 
Settings > Reset Lamp Hours” menu.

Note
• Dispose the used lamp according to local regulations.

• Ensure that screws are tightened properly. Screws not tightened fully may result in 
injury or accidents.

• Since the lamp is made of glass, do not drop the unit and do not scratch the glass.

• Do not reuse the old lamp. This could cause the lamp to explode.

• Be sure to turn off the projector and unplug the AC power cord before replacing the 
lamp.

• Do not use the projector with the lamp cover removed.

1

3

4

2
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Specifications
Model name PJD7830HDL PJD7835HD
Dislay system Single 0.65" DLP panel
Resolution 1080P
Zoom 1.36x
F/No. 2.41 - 2.78
Focal length 15.76 - 21.11mm
Screen size 30” - 300”
Lamp 220W 250W

Input terminal D-Sub 15-pin x 1, HDMI x 1, Video x 1, Audio signal input (3.5 mm stereo mini 
jack) x 1, Audio signal input/Microphone input x 1

Output terminal D-Sub 15 pin x 1, Audio signal output (3.5 mm stereo mini jack) x 1, USB type 
A port for power charging (5V/2A)

Control terminal RS-232 x 1, Mini-B USB x1 (supports firmware upgrade and remote mouse 
control)

Speaker 16 watt x 1

Video compatibility
NTSC, NTSC 4.43
PAL, PAL-N, PAL M

SECAM, HDTV (480i/p, 576p, 720p, 1080i/p), Composite video
Scanning frequency
Horizontal frequency
Vertical frequency

31 - 100 KHz
24 - 120 Hz

Environment

Operating:
Temperature: 0°C to 40°C

Humidity: 10%-90%
Storage:

Temperature: -20°C to 60°C
Humidity:10%-90%

Power requirement AC 100-240 V, 50 - 60 Hz, 5.2A

Power consumption 315W 
(Max.) 

Dimension 
(W x D x H) 362 x 238 x 116 mm

Weight 2. 9 kg (6.4 lb) without cable management cover
Note: Design and Specifications are subject to change without prior notice.
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Dimensions
 362 mm (W) x 238 mm (D) x 116 mm (H)

Ceiling mount installation

238

362

116

Ceiling mount screws:
M4 x 8 (Max. L = 8 mm)

Unit: mm65.89

113.54 60.01
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Appendix

LED indicator messages
LED Type Color Status Meaning
Power LED Blue Solid

Normal power of standby mode .Temp LED Red Off
Lamp LED Red Off
Power LED Blue Flash

Low power of standby mode. Temp LED Red Off
Lamp LED Red Off
Power LED Blue Flash

Powering upTemp LED Red Off
Lamp LED Red Off
Power LED Blue Solid

Normal operationTemp LED Red Off
Lamp LED Red Off
Power LED Blue Solid

Powering downTemp LED Red Off
Lamp LED Red Off
Power LED Blue Solid

If the projector system has some problems 
with its fans, the projector will shut down.Temp LED Red Flash

Lamp LED Red Flash
Power LED Blue Solid The lamp has reached its end of life and 

must be changed soon. The lamp will 
continue to operate until it fails. Change the 
lamp. If the lamp is off, then the ballast will 
become malfunction.

Temp LED Red Off
Lamp LED Red Flash

Power LED Blue Flash 1. Temperature is too high. The lamp will 
turn off. The fan motor is cooling the lamp.
Or
2. The cooling process is not complete after 
the projector is shut down and re-started 
right away.

Temp LED Red Flash
Lamp LED Red Off

Power LED Blue Flash
The lamp ignition failed. If temperature is 
too high, the fans will cool the lamp. Temp LED Red Off

Lamp LED Red Solid
Power LED Blue Solid

Color wheel start failTemp LED Red Solid
Lamp LED Red Solid
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Compatibility modes
Supported 3D signal for PC input

• The timings showing above may not be supported due to EDID file and VGA 
graphic card limitations. It is possible that some timings cannot be chosen.

• 120Hz is signals are supported for frame sequential format only.

Resolution
Horizontal 
frequency 

(KHz)

Vertical 
frequency 

(Hz)

Pixel 
Frequency 

(MHz)

3D frame 
sequential

3D top 
bottom

3D side 
by side

640 x 480

59.94 31.469 25.175 ◎ ◎ ◎
72.809 37.861 31.500

75 37.5 31.500
85.008 43.269 36.000

720 x 400 70.087 31.469 28.3221

800 x 600

60.317 37.879 40.000 ◎ ◎ ◎
72.188 48.077 50.000

75 46.875 49.500
85.061 53.674 56.250
119.854 77.425 83.000 ◎

1024 x 768

60.004 48.363 65.000 ◎ ◎ ◎
70.069 56.476 75.000
75.029 60.023 78.750
84.997 68.667 94.500
119.989 97.551 115.5 ◎

1152 x 864 75 67.5 108

1280 x 720 60 45 74.250 ◎ ◎ ◎
120 90.000 148.500 ◎

1280 x 768 59.87 47.776 79.5 ◎ ◎ ◎

1280 x 800

59.81 49.702 83.500 ◎ ◎ ◎
74.934 62.795 106.500
84.88 71.554 122.500

119.909 101.563 146.25 ◎

1280 x 1024
60.02 63.981 108.000 ◎ ◎

75.025 79.976 135.000
85.024 91.146 157.500

1280 x 960 60 60 108.000 ◎ ◎
85.002 85.938 148.500

1360 x 768 60.015 47.712 85.5 ◎ ◎
1440 x 900 59.887 55.935 106.500 ◎ ◎
1400 x 1050 59.978 65.317 121.750 ◎ ◎
1600 x 1200 60 75 162.000 ◎ ◎
1680 x 1050 59.954 65.29 146.25 ◎ ◎
1920 x 1200 59.95 74.038 154.000 ◎ ◎

640 x 480
@67Hz 66.667 35 30.240

832 x 624
@75Hz 74.546 49.722 57.280

1024 x 768
@75Hz 75.02 60.241 80.000

1152 x 870
@75Hz 75.06 68.68 100.000
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Supported timing for Component-YPbPr input

• *Supported timing for 3D signal with Frame Sequential format.

• Displaying a 1080i(1125i)@60Hz or 1080i(1125i)@50Hz signal may result in slight 
image vibration.

Timing Resolution Vertical 
Frequency (Hz)

Horizontal 
Frequency 

(kHz)

Pixel 
Frequency 

(MHz)
480i* 720 x 480 59.94 15.73 13.5
480p* 720 x 480 59.94 31.47 27
576i 720 x 576 50 15.63 13.5
576p 720 x 576 50 31.25 27

720/50p 1280 x 720 50 37.5 74.25
720/60p* 1280 x 720 60 45.00 74.25
1080/50i 1920 x 1080 50 28.13 74.25
1080/60i 1920 x 1080 60 33.75 74.25
1080/24P 1920 x 1080 24 27 74.25
1080/25P 1920 x 1080 25 28.13 74.25
1080/30P 1920 x 1080 30 33.75 74.25
1080/50P 1920 x 1080 50 56.25 148.5
1080/60P 1920 x 1080 60 67.5 148.5
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Troubleshooting
Refer to the symptoms and measures listed below before sending the projector for 
repairs. If the problem persists, contact your local reseller or service center. Please 
refer to "LED Indicator Messages" as well.

Start-up problems
If no lights turn on:
• Be sure that the power cord is securely connected to the projector and the other end is 

plugged into an outlet with power.

• Press the power button again.

• Unplug the power cord and wait for a short while, then plug it in and press the power 
button again.

Image problems
If the searching source is displayed:
• Press Source to select an active input source.

• Be sure the external source is turned on and connected.

• For a computer connection, ensure your notebook computer’s external video port is 
turned on. Refer to the computer manual.

If the image is out of focus:
• While displaying the on-screen menu, adjust the focus ring. (The image size should 

not change; if it does, you are adjusting the zoom, not the focus.)

• Check the projection lens to see if it needs cleaning.

• If the image is flickering or unstable for a computer connection:

• Press Menu, go to DISPLAY and adjust Phase or H. Size.

Remote control problems
If the remote control does not operate:
• Be sure nothing is blocking the remote control receiver on the front of the projector. 

Use the remote control within the effective range.

• Aim the remote control at the screen or at the front of the projector.

• Move the remote control so it is more directly in front of the projector and not as far to 
the side.
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RS-232 command and configuration

                 

D-Sub 9 pin
1 1 CD
2 RXD
3 TXD
4 DTR
5 GND
6 DSR
7 RTS
8 CTS
9 RI

Baud Rate 115200 bps
Data Length 8 bit
Parity Check None

Stop Bit 1 bit
Flow Control None

           Wire List
C1 COLOR C2
1 Black 1
2 Brown 3
3 Red 2
4 Orange 6
5 Yellow 5
6 Green 4
7 Blue 8
8 Purple 7
9 White 9

SHELL DW SHELL
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Function Status Action cmd

Power
Write Power on 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x00 0x00 0x5D 

Power off 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x01 0x00 0x5E 

Read Power status (on/off) 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x00 
0x5E 

Reset all settings Execute 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x02 0x00 0x5F
Reset Color 
Settings Execute 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x2A 0x00 0x87

Splash Screen
Write

Splash Screen Black 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0A 0x00 0x67 
Splash Screen Blue 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0A 0x01 0x68 
Splash Screen 
ViewSonic 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0A 0x02 0x69 

Splash Screen 
Screen Capture 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0A 0x03 0x6A 

Splash Screen Off 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0A 0x04 0x6B

Read Splash Screen status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x0A 
0x68

Quick Power Off
Write Quick Power Off Off 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0B 0x00 0x68

Quick Power Off On 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0B 0x01 0x69

Read Quick Power Off 
status

0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x0B 
0x69

High Altitude Mode
Write

High Altitude Mode 
Off 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0C 0x00 0x69 

High Altitude Mode 
On 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x0C 0x01 0x6A 

Read High Altitude Mode 
status

0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x0C 
0x6A 

Lamp Mode
Write

Normal 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x10 0x00 0x6D
Economic 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x10 0x01 0x6E 
Dynamic 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x10 0x02 0x6F
Sleep Mode 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x10 0x03 0x70

Read Lamp Mode status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x10 
0x6E

Message
Write Message Off 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x27 0x00 0x84 

Message On 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x27 0x01 0x85

Read Message status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x27 
0x85 

Projector Position
Write

Front Table 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x00 0x00 0x5E
Rear Table 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x00 0x01 0x5F 
Rear Ceiling 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x00 0x02 0x60 
Front Ceiling 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x00 0x03 0x61 

Read Projector position 
status

0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x00 
0x5F 

3D Sync
Write

OFF 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x20 0x00 0x7E 
Auto 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x20 0x01 0x7F
Frame Sequential 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x20 0x02 0x80
Frame Packing 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x20 0x03 0x81
Top-Bottom 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x20 0x04 0x82
Side-by-Side 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x20 0x05 0x83

Read 3D Sync Status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x20 
0x7F 

3D Sync Invert
Write Off 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x21 0x00 0x7F

On 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x21 0x01 0x80

Read 3D Sync Invert 
Status

0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x21 
0x80
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Contrast
Write Contrast decrease 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x02 0x00 0x60

Contrast increase 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x02 0x01 0x61

Read Contrast ratio 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x02 
0x61 

Brightness
Write Brightness decrease 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x03 0x00 0x61

Brightness increase 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x03 0x01 0x62 

Read Brightness 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x03 
0x62 

Aspect ratio
Write

Aspect ratio Auto 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x04 0x00 0x62 
Aspect ratio 4:3 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x04 0x02 0x64 
Aspect ratio 16:9 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x04 0x03 0x65 
Aspect ratio 16:10 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x04 0x04 0x66
Aspect ratio 
Anamorphic 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x04 0x06 0x68

Aspect ratio Wide 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x04 0x06 0x68

Read Aspect ratio 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x04 
0x63

Auto Adjust Execute 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x05 0x00 0x63

Horizontal position
Write

Horizontal position 
shift right 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x06 0x01 0x65

Horizontal position 
shift left 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x06 0x00 0x64

Read Horizontal position 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x06 
0x65 

Vertical position
Write

Vertical position shift 
up 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x07 0x00 0x65

Vertical position shift 
down 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x07 0x01 0x66 

Read read Vertical position 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x07 
0x66

Color temperature
Write

color temperature 
Warm 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x08 0x00 0x66 

color temperature 
Normal 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x08 0x01 0x67 

color temperature 
Neutral 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x08 0x02 0x68 

color temperature 
Cool 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x08 0x03 0x69 

Read color temperature 
status

0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x08 
0x67

Blank
Write Blank On 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x09 0x01 0x68 

Blank Off 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x09 0x00 0x67 

Read Blank status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x09 
0x68 

Keystone-
Vertical

Write Decrease 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x31 0x00 0x8E
Increase 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x31 0x01 0x8F

Read Keystone status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x31 
0x8F

Keystone-
Horizontal

Write Decrease 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x31 0x00 0x8E
Increase 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x31 0x01 0x8F

Read Keystone status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x31 
0x8F

Color mode
Write

Brightest 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0B 0x00 0x69 
Movie 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0B 0x01 0x6A 
PC 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0B 0x04 0x6D
ViewMatch 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0B 0x05 0x6E
Dynamic 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0B 0x08 0x71

Read Preset mode status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x0B 
0x6A
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Primary Color
Write

Primary color R 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x10 0x00 0x6E
Primary color G 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x10 0x01 0x6F
Primary color B 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x10 0x02 0x70
Primary color C 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x10 0x03 0x71
Primary color M 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x10 0x04 0x72
Primary color Y 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x10 0x05 0x73

Read Primary color status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x10 
0x6F

Hue
Write Hue decrease 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x11 0x00 0x6F

Hue increase 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x11 0x01 0x70

Read Hue 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x11 
0x70 

Saturation
Write Saturation decrease 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x12 0x00 0x70

Saturation increase 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x12 0x01 0x71

Read Saturation 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x12 
0x71

Gain
Write Gain decrease 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x13 0x00 0x71

Gain increase 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x13 0x01 0x72

Read Gain 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x13 
0x72

Freeze
Write Freeze On 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x00 0x01 0x60

Freeze Off 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x00 0x00 0x5F 

Read Freeze status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x13 0x00 
0x60 

Source input
Write

Input source VGA 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x01 0x00 0x60
Input source VGA2 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x01 0x08 0x68
Input source HDMI 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x01 0x03 0x63
Input source HDMI2 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x01 0x07 0x67
Input source 
Composite 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x01 0x05 0x65

Input source SVIDEO 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x01 0x06 0x66

Read Source 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x13 0x01 
0x61 

Quick Auto Search
Write

Quick Auto Search 
on 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x02 0x01 0x62 

Quick Auto Search 
off 0x06 0x14 0x00 0x04 0x00 0x34 0x13 0x02 0x00 0x61 

Read Quick Auto Search 
status

0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x13 0x02 
0x62 

Mute
Write Mute on 0x06 0x14 0x00 0x04 0x00 0x34 0x14 0x00 0x01 0x61 

Mute off 0x06 0x14 0x00 0x04 0x00 0x34 0x14 0x00 0x00 0x60 

Read Mute status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x14 0x00 
0x61 

Volume
Write Increse Volume 0x06 0x14 0x00 0x04 0x00 0x34 0x14 0x01 0x00 0x61 

Decrese Volume 0x06 0x14 0x00 0x04 0x00 0x34 0x14 0x02 0x00 0x62  

Read Volume 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x14 0x03 
0x64 
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Language
Write

English 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x00 0x61
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x01 0x62

Deutsch 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x02 0x63
Italiano 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x03 0x64

0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x04 0x65
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x05 0x66
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x06 0x67
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x07 0x68
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x08 0x69
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x09 0x6A

Svenska 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x0a 0x6B
Nederlands 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x0b 0x6C

0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x0c 0x6D
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x0d 0x6D
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x0e 0x6F
0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x0f 0x70

Polski 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x10 0x71
Suomi 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x11 0x72

0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x12 0x73
Indonesia 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x13 0x74

0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x00 0x14 0x75

Read Language 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x15 0x00 
0x62

Lamp Time
Write Reset Lamp usuage 

hour 0x06 0x14 0x00 0x04 0x00 0x34 0x15 0x01 0x00 0x62

Read Lamp usuage hour 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x15 0x01 
0x63

HDMI Format
Write

RGB 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x28 0x00 0x85
YUV 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x28 0x01 0x86
Auto 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x28 0x02 0x87

Read HDMI Format status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x28 
0x86

HDMI Range
Write

Enhanced 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x29 0x00 0x86
Normal 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x29 0x01 0x87 
Auto 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x29 0x02 0x88

Read HDMI Range status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x29 
0x87

CEC
Write Off 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x2B 0x00 0x88

On 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x2B 0x01 0x89

Read CEC status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x2B 
0x89

Error status Read Read error status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x0C 0x0D 
0x66

Brilliant Color
Write

Brilliant Color 0 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x00 0x6D
Brilliant Color 1 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x01 0x6E
Brilliant Color 2 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x02 0x6F
Brilliant Color 3 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x03 0x70
Brilliant Color 4 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x04 0x71
Brilliant Color 5 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x05 0x72
Brilliant Color 6 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x06 0x73
Brilliant Color 7 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x07 0x74
Brilliant Color 8 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x08 0x75
Brilliant Color 9 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x09 0x76
Brilliant Color 10 0x06 0x14 0x00 0x04 0x00 0x34 0x12 0x0F 0x0A 0x77

Read Brilliant Color status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x12 0x0F 
0x6E
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Remote Control 
code

Write

code 1 0x06 0x14 0x00 0x04 0x00 0x34 0x0C 0x48 0x00 0xA0
code 2 0x06 0x14 0x00 0x04 0x00 0x34 0x0C 0x48 0x01 0xA1
code 3 0x06 0x14 0x00 0x04 0x00 0x34 0x0C 0x48 0x02 0xA2
code 4 0x06 0x14 0x00 0x04 0x00 0x34 0x0C 0x48 0x03 0xA3
code 5 0x06 0x14 0x00 0x04 0x00 0x34 0x0C 0x48 0x04 0xA4
code 6 0x06 0x14 0x00 0x04 0x00 0x34 0x0C 0x48 0x05 0xA5
code 7 0x06 0x14 0x00 0x04 0x00 0x34 0x0C 0x48 0x06 0xA6
code 8 0x06 0x14 0x00 0x04 0x00 0x34 0x0C 0x48 0x07 0xA7

Read Remote Control code 
status

0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x0C 0x048 
0xA1

Screen Color
Write

Screen color Off 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x32 0x00 0x8F
Blackboard 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x32 0x01 0x90
Greenboard 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x32 0x02 0x91
Whiteboard 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x32 0x03 0x92

Read Screen Color status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x32 
0x90

Over Scan
Write

Overscan Off 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x33 0x00 0x90
Overscan 1 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x33 0x01 0x91
Overscan 2 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x33 0x02 0x92
Overscan 3 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x33 0x03 0x93
Overscan 4 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x33 0x04 0x94
Overscan 5 0x06 0x14 0x00 0x04 0x00 0x34 0x11 0x33 0x05 0x95

Read Overscan status 0x07 0x14 0x00 0x05 0x00 0x34 0x00 0x00 0x11 0x33 
0x91

Remote Key Write

Menu 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x0F 0x61
Exit 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x13 0x65
Top 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x0B 0x5D
Bottom 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x0C 0x5E
Left 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x0D 0x5F
Right 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x0E 0x60
Source 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x04 0x56
Enter 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x15 0x67
Auto 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x08 0x5A
My Button 0x02 0x14 0x00 0x04 0x00 0x34 0x02 0x04 0x11 0x63
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IR control table
System Code: 83F4
Format : NEC
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Address code

Key Format Byte1 Byte2 Byte3 Byte4
Freeze NEC X3 F4 03 FC
PgDn NEC X3 F4 05 FA
PgUp NEC X3 F4 06 F9
Blank NEC X3 F4 07 F8

Auto sync NEC X3 F4 08 F7
Up NEC X3 F4 0B F4

Down NEC X3 F4 0C F3
Left NEC X3 F4 0E F1

Right NEC X3 F4 0F F0
Color Mode NEC X3 F4 10 EF

Aspect NEC X3 F4 13 EC
Mute NEC X3 F4 14 EB
Enter NEC X3 F4 15 EA

Power ON NEC X3 F4 17 E8
Magnify NEC X3 F4 32 CD

Presentation Timer NEC X3 F4 27 D8
Exit NEC X3 F4 28 D7

D. ECO 
(Eco mode) NEC X3 F4 2B D4

Menu NEC X3 F4 30 CF
Mouse NEC X3 F4 31 CE

Mouse Left NEC X3 F4 36 C9
Mouse Right NEC X3 F4 37 C8

Source NEC X3 F4 40 BF
VGA (PC) NEC X3 F4 41 BE

Pattern NEC X3 F4 55 AA
My button NEC X3 F4 56 A9

HDMI NEC X3 F4 58 A7
Volume+ NEC X3 F4 82 7D
Volume- NEC X3 F4 83 7C

Key pad lock NEC X3 F4 8E 71
RC ID NEC X3 F4 96 69

Code 1 83F4
Code 2 93F4
Code 3 A3F4
Code 4 B3F4
Code 5 C3F4
Code 6 D3F4
Code 7 E3F4
Code 8 F3F4
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دعم العملاء
للحصول على الدعم الفني أو خدمة المنتج، انظر الجدول التالي أو اتصل بالبائع الذي اشتريت منه المنتج.

ملاحظة: ستحتاج إلى معرفة الرقم التسلسلي للمنتج.

رقم التليفون الموقع على شبكة الإنترنت المنطقة/القطر 
اتصل بالبائع المحلي ap.viewsonic.com/me/ الأقطار العربية



ضمان محدود
ViewSonic® العارض

What the warranty covers:
ViewSonic warrants its products to be free from defects in material and workmanship, under normal 
use, during the warranty period. If a product proves to be defective in material or workmanship during 
the warranty period, ViewSonic will, at its sole option, repair or replace the product with a like product. 
Replacement product or parts may include remanufactured or refurbished parts or components.

Limited Three )3) year General Warranty 
Subject to the more limited one )1( year warranty set out below, North and South America: Three 
)3( years warranty for all parts excluding the lamp, three )3( years for labor, and one )1( year for the 
original lamp from the date of the first consumer purchase.
Other regions or countries: Please check with your local dealer or local ViewSonic office for the 
warranty information.

Limited One )1) year Heavy Usage Warranty:
Under heavy usage settings, where a projector’s use includes more than fourteen )14( hours average 
daily usage, North and South America: One )1( year warranty for all parts excluding the lamp, one )1( 
year for labor, and ninety )90( days for the original lamp from the date of the first consumer purchase; 
Europe: One )1( year warranty for all parts excluding the lamp, one )1( year for labor, and ninety )90( 
days for the original lamp from the date of the first consumer purchase. 
Other regions or countries: Please check with your local dealer or local ViewSonic office for the 
warranty information.
Lamp warranty subject to terms and conditions, verification and approval. Applies to manufacturer’s 
installed lamp only. All accessory lamps purchased separately are warranted for 90 days.

Who the warranty protects:
This warranty is valid only for the first consumer purchaser.

What the warranty does not cover:
1.Any product on which the serial number has been defaced, modified or removed.

2.Damage, deterioration or malfunction resulting from:

a. Accident, abuse, misuse, neglect, fire, water, lightning, or other acts of nature, improper 
maintenance, unauthorized product modification, or failure to follow instructions supplied 
with the product.

b.Operation outside of product specifications.

c. Operation of the product for other than the normal intended use or not under normal 
conditions.

d.Repair or attempted repair by anyone not authorized by ViewSonic.

e.Any damage of the product due to shipment.

f.Removal or installation of the product.

g.Causes external to the product, such as electric power fluctuations or failure.

h.Use of supplies or parts not meeting ViewSonic’s specifications.

i.Normal wear and tear.

j.Any other cause which does not relate to a product defect.

3.Removal, installation, one way transportation, insurance, and set-up service charges.



How to get service:
1.For information about receiving service under warranty, contact ViewSonic Customer Support 
)Please refer to Customer Support page(. You will need to provide your product's serial number.

2.To obtain warranty service, you will be required to provide )a( the original dated sales slip, )b( 
your name, )c( your address, )d( a description of the problem, and )e( the serial number of the 
product.

3.Take or ship the product freight prepaid in the original container to an authorized ViewSonic 
service center or ViewSonic.

4.For additional information or the name of the nearest ViewSonic service center, contact 
ViewSonic.

Limitation of implied warranties:
There are no warranties, express or implied, which extend beyond the description contained herein 
including the implied warranty of merchantability and fitness for a particular purpose.

Exclusion of damages:
ViewSonic's liability is limited to the cost of repair or replacement of the product. ViewSonic shall not 
be liable for:
1.Damage to other property caused by any defects in the product, damages based upon 
inconvenience, loss of use of the product, loss of time, loss of profits, loss of business 
opportunity, loss of goodwill, interference with business relationships, or other commercial loss, 
even if advised of the possibility of such damages.

2.Any other damages, whether incidental, consequential or otherwise.

3.Any claim against the customer by any other party.

4.Repair or attempted repair by anyone not authorized by ViewSonic.

Effect of state law:
This warranty gives you specific legal rights, and you may also have other rights which vary from state 
to state. Some states do not allow limitations on implied warranties and/or do not allow the exclusion 
of incidental or consequential damages, so the above limitations and exclusions may not apply to you.

Sales outside the U1S1A1 and Canada:
For warranty information and service on ViewSonic products sold outside of the U.S.A. and Canada, 
contact ViewSonic or your local ViewSonic dealer.
The warranty period for this product in mainland China )Hong Kong, Macao and Taiwan Excluded( is 
subject to the terms and conditions of the Maintenance Guarantee Card.
For users in Europe and Russia, full details of warranty provided can be found in www.
viewsoniceurope.com under Support/Warranty Information.

Projector Warranty Term Template In UG 
VSC_TEMP_2005
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