IFP6530, IFP7530, IFP8630 Touch FW Update Instruction
3. Select FW file > Pick up correct FW file> Open > Upgrade

Note:
B FW update tool only for Windows 7 or above.
B Please do not remove any cables during FW update.

B Please download specify FW file for your display.

1. Connect your PC and display by Touch USB and HDMI cables.

Switch source to HDMI and make sure touch feature is working normally.

** jt is ok if run on an Intel OPS slot-in PC.

General Setting

ViewBoard HDMIT HDMI2 HDMI3

. E

2. Unzip FW files, double click on “UpgradeTool.exe”
** Here take IFP7530 as sample

& 1FP7530_0x8B31-0x7C20.bin
B libgcc s dw2-1dlil
mingwm10.dll
QtCored.dll

B

B aGuiddi
B SupportAdvancedCfg.dil
q#

UpgradeTool.exe

&F UpgradeTool 46.7.6

11:40:54
11:40:54
11:40:54
11:40:54
11:40:55

The software is ready to upgrade touch frame.

Try to automatically select upgrade files in root directory of program:D:\IFF7530 TOUCH FW_8B31 7C20\IFP7530_0X8...
Attention: Automnatically selected upgrade files in root directory of program!
The file has been selected.D:\IFF7530 TOUCH FW_8831_7C20\IFF7530_0X8B31-0X7C20.BIN(655104)

HE75AC-KGALA-20P FIRMWARE_VER=4809_4801, CHECKSUM=0X00008B31 - 0X00007C20,VID=0X2FES,PID=0X1203,P...

| Upgrade(U)

D:\IFF7530 TOUCH FW_8B31_7C20\IFF7530_0X8B31-0X7C20.BIN

Select the file(0)

| Configuration file(C)

\Attention:

i Open

1 This tool is used to upgrade the software in your touch device, please use with caution.
2 If you have clicked on "Upgrade(U)" before connecting the touch frame, then it will upgrade automatically when you connect the touch
frame. "Cancel" or close this software directly can cancel this action.

3 Please close the related service program when using this software, for example:TouchService.exe.
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&F UpgradeTool 46.7.6 — X

11:40:54 The software is ready to upgrade touch frame.

11:40:54  Try to automatically select upgrade files in root directory of program:D:\IFP7530 TOUCH FW_8B31_7C20\IFP7530_0X8...
11:40:54  Attention: Automatically selected upgrade files in root directory of program!

11:40:54  The file has been selected.D:\IFP7530 TOUCH FW_8831_7C20\IFP7530_0X8B31-0X7C20.BIN(655104)

11:40:55 HE75AC-KGALA-20F FIRMWARE_VER=4809_4801,CHECKSUM=0X00008631 - 0X00007C20,VID=0X2FES,PID=0X1203,P...
11:46:02  The file has been selected.C:\USERS\WANGTE\DOCUMENT S\PRODUCT S\KT C\IFP30\1.PRODUCT DEFINITION\2. SPEC\...

| Upgrade(U)

C:\USERS\WANGTE\DOCUMENTS\PRODUCT S\KT C\IFP30\1.PRODUCT DEFINITION\2. SPEC\5. TOUCH PANEL\T Select the file(0)

| Configuration file{C)

ttention:

Update process will be finish in few minutes. Do not remove any cables
when it is in process.

&F UpgradeTool 46.76 — X

11:40:54  The software is ready to upgrade touch frame.

11:40:54  Try to automatically select upgrade files in root directory of program:D:\IFP7530 TOUCH FW_8B31_7C20\IFP7530_0X8...
11:40:54  Attention: Automatically selected upgrade files in root directory of program!

11:40:54  The file has been selected.D:\IFP7530 TOUCH FW_8831_7C20\IFP7530_0X8831-0X7C20.BIN(655104)

11:40:55 HE75AC-KGA1A-20P FIRMWARE_VER=4809_4801,CHECKSUM=0X00008B31 - 0X00007C20,VID=0X2FEQ,FID=0X1203,F...
11:46:02  The file has been selected. C:\USERS\WANGTE\DOCUMENT S\PRODUCT S\KT C\IFP30'1.PRODUCT DEFINITION\Z. SPEC\...
11:47:20  Please connect touch frame to begin to upgrade.

11:47:22 BOOTLOADER_VER=0X000208,CHECKSUM=0X5B3CDALG

11:47:22  The upgrade file is validC:\USERS\WANGTE\DOCUMENT S\PRODUCT S\KT C\IFP30'1.PRODUCT DEFINITION\2. SPEC\S. ...
11:47:22  Start to upgrade

11:47:33  The firmware has been sent.

— Cance'

C:\USERS\WANGTE\DOCUMENTS\PRODUCTS\KT C\IFF3011.PRODUCT DEFINITION\2. SPEC\5. TOUCH PANEL\T Select the file{0)

Configuration file{C)

4. Please wait for 30 seconds for touch feature resume when you see the

screen.

&F UpgradeTool 467.6 — X

11:40:54 The software is ready to upgrade touch frame.

11:40:34  Try to automatically select upgrade files in root directory of program:D:\IFF7330 TOUCH FW_8B31_7C20\IFF7530_0X8...
11:40:54  Aftention: Automatically selected upgrade files in root directory of program!

11:40:54  The file has been selected.D:\IFP7530 TOUCH FW_8B31_7C20\IFP7530_0X8B31-0X7C20.BIN(655104)

11:40:55 HE7SAC-KGALA-20F FIRMWARE_VER=4809_4801,CHECKSUM=0X00008B31 - 0:X00007C20,VID=0X2FES,PID=0X1203,P...
11:46:02  The file has been selected.C:\USERS\WANGTE\DOCUMENT S\PRODUCT S\KT C\IFP30\1.PRODUCT DEFINITION\2. SPEC\...
11:47:20  Please connect touch frame to begin to upgrade.

11:47:22 BOOTLOADER_VER=0X000208,CHECKSUM=0X5B3CDA16

11:47:22  The upgrade file is validC:\USERS\WANGTE\DOCUMENT S\PRODUCT S\KTC\IFF30\1.PRODUCT DEFINITION\2. SPEC\3. ...
11:47:22  Start to upgrade

11:47:33  The firmware has been sent.

11:47:43  HE75AC-KGA1A-20F FIRMWARE _VER=4809_4801,CHECKSUM=0X00008831 - 0X00007C20,VID=0X2FES,PID=0X1203,P...
11:47:43  Upgrade is successful.(1,0)

C:\USERS\WANGTE\DOCUMENT S\PRODUCT S\KTC\IFF30\1.PRODUCT DEFINITION\2. SPEC\3. TOUCH PANEL\T Select the file(O)

| | Configuration file(C)

5. For the best touch performance...
a. Please reboot display after do FW update.

b. Keep display aspect ratio setting on PTP for 4K signal source.
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